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CANTILEVER GATE SYSTEM SMALL – Calculation table for OFFSET GATE
Gate type B (m. 2 – 2,5 – 3 – 3,5 - 4)
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	0,1 (m)
	Distance between wall and gate for application accessories
	PA (kg)
	Maximum weight of gate leaf without profile

	0,25 (m)
	Distance between wall and carriage centre for application accessories
	RC (kg)
	Compression force on foundation

	L (m)
	Gate opening width
	RS (kg)
	Pullout force on fixing

	I (m)
	Minimum dimension between carriage centres
	W (kg) *
	Weight of armed foundation (2200 kg/m³)


	C (m)
	Complete length of gate leaf
	FL FP FH (m) *
	Dimensions of the armed foundation

	NOTE * = with 2 armed foundations, the dimensions “FL, FP, FH” and the weight “W” are of a single foundation. Ground δ = 1 kg/cm²


	L

(m)
	PA max

(kg)
	I min

(m)
	C

(m)
	RC

(kg)
	RS

(kg)
	W min

(kg)
	FL

(m)
	FP

(m)
	FH

(m)
	FOUNDATION

	2
	100
	0,5
	3,1
	365
	252
	550
	1
	0,5
	0,5
	■ – n.1

	
	150
	0,5
	3,1
	527
	364
	770
	1
	0,5
	0,7
	■ – n.1

	
	200
	0,5
	3,1
	690
	477
	1016
	1,1
	0,6
	0,7
	■ – n.1

	
	250
	0,5
	3,1
	852
	589
	1201
	1,3
	0,6
	0,7
	■ – n.1


	2,5
	100
	0,5
	3,1
	365
	252
	660
	1
	0,5
	0,6
	■ – n.1

	
	150
	0,5
	3,1
	527
	364
	944
	1,1
	0,6
	0,65
	■ – n.1

	
	200
	0,5
	3,1
	690
	477
	1201
	1,3
	0,6
	0,7
	■ – n.1

	
	250
	0,5
	3,1
	852
	589
	1139
	1,15
	0,6
	0,75
	■ – n.1

	
	300
	0,5
	3,6
	431
	315
	1155
	1,25
	0,6
	0,7
	■ – n.1


	3
	100
	0,5
	4,1
	499
	381
	770
	1
	0,5
	0,7
	■ – n.1

	
	150
	0,5
	4,1
	712
	544
	1109
	1,2
	0,6
	0,7
	■ – n.1

	
	200
	0,6
	4,2
	806
	588
	1201
	1,3
	0,6
	0,7
	■ – n.1

	
	250
	0,75
	4,35
	847
	579
	1155
	1,25
	0,6
	0,7
	■ – n.1

	
	300
	0,9
	4,5
	891
	573
	1201
	1,4
	0,6
	0,65
	■ – n.1

	
	350
	1,15
	4,75
	887
	519
	1089
	1,65
	0,6
	0,5
	■ – n.1


	3,5
	150
	0,55
	4,65
	750
	579
	1213
	1,05
	0,7
	0,75
	■ – n.1

	
	200
	0,7
	4,8
	809
	589
	1188
	1,2
	0,6
	0,75
	■ – n.1

	
	250
	0,85
	4,95
	866
	595
	1247
	1,35
	0,6
	0,7
	■ – n.1

	
	300
	1,05
	5,15
	891
	571
	1228
	1,55
	0,6
	0,6
	■ – n.1

	
	350
	1,3
	5,4
	904
	533
	1089
	1,8
	0,55
	0,5
	■ – n.1

	
	400
	1,65
	5,75
	897
	477
	1041
	2,15
	0,55
	0,4
	■ – n.1


	4
	200
	0,8
	5,4
	814
	591
	1201
	1,3
	0,6
	0,7
	■ – n.1

	
	250
	1
	5,6
	852
	579
	1188
	1,5
	0,6
	0,6
	■ – n.1

	
	300
	1,2
	5,8
	894
	571
	1234
	1,7
	0,6
	0,55
	■ – n.1

	
	350
	1,5
	6,1
	900
	527
	1100
	2
	0,5
	0,5
	■ – n.1

	
	400
	1,9
	6,5
	895
	472
	1056
	2,4
	0,5
	0,4
	■ – n.1

	
	450
	2,35
	6,95
	900
	427
	866
	0,75
	0,75
	0,7
	● – n.2


CANTILEVER GATE SYSTEM SMALL – Calculation table for OFFSET GATE
Gate type B (m. 4,5 – 5 – 5,5 – 6 - 7)
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	0,1 (m)
	Distance between wall and gate for application accessories
	PA (kg)
	Maximum weight of gate leaf without profile

	0,25 (m)
	Distance between wall and carriage centre for application accessories
	RC (kg)
	Compression force on foundation

	L (m)
	Gate opening width
	RS (kg)
	Pullout force on fixing

	I (m)
	Minimum dimension between carriage centres
	W (kg) *
	Weight of armed foundation (2200 kg/m³)

	C (m)
	Complete length of gate leaf
	FL FP FH (m) *
	Dimensions of the armed foundation

	NOTE * = with 2 armed foundations, the dimensions “FL, FP, FH” and the weight “W” are of a single foundation. Ground δ = 1 kg/cm²


	L

(m)
	PA max

(kg)
	I min

(m)
	C

(m)
	RC

(kg)
	RS

(kg)
	W min

(kg)
	FL

(m)
	FP

(m)
	FH

(m)
	FOUNDATION

	4,5
	200
	0,9
	6
	820
	594
	1201
	1,4
	0,6
	0,65
	■ – n.1

	
	250
	1,1
	6,2
	869
	594
	1267
	1,6
	0,6
	0,6
	■ – n.1

	
	300
	1,35
	6,45
	897
	572
	1221
	1,85
	0,6
	0,5
	■ – n.1

	
	350
	1,7
	6,8
	899
	524
	1089
	2,2
	0,5
	0,45
	■ – n.1

	
	400
	2,15
	7,25
	895
	469
	986
	0,8
	0,8
	0,7
	● – n.2

	
	450
	2,65
	7,75
	901
	425
	866
	0,75
	0,75
	0,7
	● – n.2

	
	500
	3,3
	8,4
	903
	377
	804
	0,75
	0,75
	0,65
	● – n.2


	5
	250
	1,25
	6,85
	861
	583
	1271
	1,75
	0,6
	0,55
	■ – n.1

	
	300
	1,55
	7,15
	883
	555
	1116
	2,05
	0,55
	0,45
	■ – n.1

	
	350
	1,9
	7,5
	900
	521
	1188
	2,4
	0,5
	0,45
	■ – n.1

	
	400
	2,4
	8
	896
	467
	986
	0,8
	0,8
	0,7
	● – n.2

	
	450
	3
	8,6
	896
	418
	866
	0,75
	0,75
	0,7
	● – n.2

	
	500
	3,75
	9,35
	897
	369
	743
	0,75
	0,75
	0,6
	● – n.2


	5,5
	250
	1,3
	7,4
	901
	620
	1307
	1,8
	0,6
	0,55
	■ – n.1

	
	300
	1,65
	7,75
	906
	575
	1171
	2,15
	0,55
	0,45
	■ – n.1

	
	350
	2,1
	8,2
	901
	520
	1056
	0,8
	0,8
	0,75
	● – n.2

	
	400
	2,6
	8,7
	906
	475
	986
	0,8
	0,8
	0,7
	● – n.2

	
	450
	3,25
	9,35
	905
	424
	866
	0,75
	0,75
	0,7
	● – n.2

	
	500
	4,05
	10,15
	907
	376
	804
	0,75
	0,75
	0,65
	● – n.2


	6
	250
	1,5
	8,1
	873
	589
	1188
	2
	0,6
	0,45
	■ – n.1

	
	300
	1,85
	8,45
	896
	562
	1137
	2,35
	0,55
	0,4
	■ – n.1

	
	350
	2,35
	8,95
	892
	509
	1056
	0,8
	0,8
	0,75
	● – n.2

	
	400
	2,9
	9,5
	900
	466
	986
	0,8
	0,8
	0,7
	● – n.2

	
	450
	3,65
	10,25
	897
	413
	866
	0,75
	0,75
	0,7
	● – n.2

	
	500
	4,55
	11,15
	899
	366
	743
	0,75
	0,75
	0,6
	● – n.2


	7
	300
	2,2
	9,8
	896
	557
	1126
	0,8
	0,8
	0,8
	● – n.2

	
	350
	2,75
	10,35
	900
	511
	1056
	0,8
	0,8
	0,75
	● – n.2

	
	400
	3,45
	11,05
	899
	460
	986
	0,8
	0,8
	0,7
	● – n.2

	
	450
	4,3
	11,9
	900
	411
	866
	0,75
	0,75
	0,7
	● – n.2

	
	500
	5,4
	13
	900
	361
	743
	0,75
	0,75
	0,6
	● – n.2
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